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SCREEN DOOR LOCK INSTALLATION

1. Check orientation 
Ensure the diamond grille is facing 
outwards and the bevelled side of 
the lock snib is facing inwards.  
If not follow the steps in the door 
flipping guide overleaf.

2. Insert cylinder
Insert the cylinder and use the 
long screw in the box to fix into 
place. Do not overtighten as 
it can lead to the key lock not 
functioning properly.

3. Insert spindle
Insert the square rod through the 
hole in the lock body. 

4. Prepare handles
Remove spindle receivers from 
both handles.

5. Detach grommet
Remove the grommet from the 
spindle receiver.

7. Fit handles to door
Fit the handles onto the door. 
Ensure the handle with the screw 
holes is on the inside of the door.
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6. Insert spindle and grommet
Assemble handles as shown in diagram, ensure handles are facing 
correct direction for each side of door (note: cover plate with screw 
holes goes on inside of door)

Grommet

cover plate

Spindle receiver

Fixing screw
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DOOR 
FLIPPING 
GUIDE

1. �Flip the door over ensuring the diamond
side is still facing outwards.

2. Unscrew the lock body. 3. Remove the lock body from the door frame.

4. �Turn the lock so snib is at bottom, this
will allow you to push the snib in.

5. Once pressed in, raotate the snib 180°. 6. �The bevelled edge is now on the inside
of the door.

7. �Re-install the lock body with the snib at the
top. You are now ready to finish the install
of your door and lock.
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